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GENERAL NOTE
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL 12"

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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— CONSTRUCTION DETAILS

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

USE EXISTING SPAN WIRE. INSTALL QOPTICOM DETECTOR EYE AND
RELOCATE EXISTING SIGNAL HEAD AND SIGN AS SHOWN. RELOCATION OF
SIGNAL HEAD WILL BE PAID UNDER ITEM 8015 (LED SIGNAL HEAD MODULES).

USE EXISTING HANDHOLE.

RIGHT OF WAY LINE

TOD NO: XX448-61

US 40 @ Joppa Rd, US 40 @ MD 152, US 40 @
USE EXISTING STRAIN POLE. MD 755, MD 24 @ MD 755, MD 24 @ Hanson

Rd, MD 152 @ MD 7

REMOVE EXISTING SIGN(S) FROM SPAN WIRE AS SHOWN.

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 24 (Emmorton Road) and MD 755 (Edgewood Road)

USE EXISTING SPAN WIRE AND RELOCATE EXISTING
SIGNAL HEAD AS SHOWN. RELOCATION OF SIGNAL
MEAD WILL BE PAID UNDER ITEM 8015 (LED
SIGNAL HEAD MODULES).

Edgewood, Maryland

BY: sbloss
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